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CANCELS: B-19
DATE: 5/27/65

FRODUCING PLANTS: Long Beach, Antioch, Secttle, Rosario, Jacksonville, and Delanco

Core Formula: (Pounds per MSF) Bsach

Board Stucco

Long
Antioch

Saattle

Rosario

sonville

Jack-

Delanco

(S-1, $-2)2800-30252800-30252800~-3025 2300-3025 2800~30252300~-3025

Paper Fiber B-G-1)  12-16  12-16  12-16  12-16  12-16  12-16
Glass Fiber (-G-1) 8.0-8.4 8.0-8.4 8.0-8.4 8.0-8.4 8.0-8.4 8.0-8.4
Starch RM-B-11) 10-15  10-15  10-15 = 10-15  1C-15  10-15
Core Fgaming Agent:

Resin (8-G-1) - - 1.5-4.5 - - -

ALS (B-G=1) 0.2-1.4 - - 0.2-1.4 0.2-1.4 0.2-1.4

AA_S (B-G-1) . 0.2-1.0 - - - -
Lignin (B-G-1)  2.5-4.0 2.5-4.0 5.0-8.0 2.5-4.0 2.5-4.0 5.0-8.0
End Trim (3-G-1)  20-35  20-35  20-35  None  20-35  20~35
Potassium Sulfate  (B-G-1)  0.5-2.0 0.5-2.5 0.5-2.0 None  0.5-2.0 0.5-2.0
Retarder (B-G-1)  None None  Nene 0-1.0  None  None
Hydrated Lime (RM-P=3) 0-0.8 0-0.8 0-0.8 0-0.8 0-0.8  C-0.8

Paper Liners:

Manila and Greyback Paper

v

OPERATING SPECIFICATIONS: (Refer to Process Bulletin B-G-2 for General Specifications)

],' Sturry Setting Time, minutes 3 -5
2. Wet Slurry Weight, pounds ger ¢.f. 76 - 85
3. Wet Compressive Strength, p.s.i. 300 - 525 !
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PRODUCT SPECIFICATIONS: (Refer to Product Bulletin B~G-4 for General Specifications)

Wet Weight (Ibs/MSF) 5500 - 5700
Dry Weight {Ibs/MSF) 3500 ~ 3700 - Average 3575
Evaporation Loss (Ibs/MSF) 2000 - 2500
Thickness - Average (inch) 720 - .750
Thickness - Individual reading (inch) + .010 from average
Edge Hardness at Take-off (Ibs) 12.0 minimum
!: End Peel after Sawing {inch) 1/8 maximum :

Flexural Strength, minimum

Across grain  (Ibs.) 200

p, ‘ Parallel " 100

Deflection at Break, minimum

Across grain  {inch) 0.25
Parallel " ' 0.15
Punch Test (lbs) 1100 - 1800
Twist Test, maximum split ‘
Face (inch) 3/4
Back " 3/4

Hammer Loss Test, decigrams
Individual Test, maximum 5

Bond at High Humidity, maximum peel

Face (inch) 1/2
Back " 1/2
% Face printing shall read ==  TYPE X X 3dAL ' =
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